
TURF & LANDSCAPE PRODUCTS

MP1000 8-15’ Radius, Stream Height @ 40 PSI = 20”
MP1000 (female thread)  = 10759-1210, 10759-1270, 10759-1360
MP1000T (male thread) =  10760-1210, 10760-1270, 10760-1360

MP815 6-16’ Radius, Stream Height @ 40 PSI = 12”
MP815 (female thread)  =  13076-1210, 13076-1270, 13076-1360
     

MP2000 13-21’ Radius, Stream Height @ 40 PSI = 45”
MP2000 (female thread)  = 10489-1210, 10489-1270, 10489-1360
MP2000T (male thread) =  10563-1210, 10563-1270, 10563-1360

MP Rotator® 
Acme Adapter

MP Rotator®  
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(36”) 

MP RISER

MINI REGULATOR DRAIN CHECK 
See page 43. Requires 10594 MP Rotator® 
Acme Adapter. Use 30, 40 or 50 PSI  
10406-xxx (1/2” FNPT x Acme or  
10407-xxx (Acme x Acme). 

MINI REGULATOR 
See page 43. Requires 10594 MP Rotator® 
Acme Adapter. Use 30, 40 or 50 PSI  
10020-xxx (1/2” FNPT x Acme or  
10099-xxx (Acme x Acme).

MP ROTATOR® REPLACEMENT SCREENS  
MP800SR 90-210  12331 
MP800SR 360; MP1000/2000/Corner/Strips (white) 10515-001  
MP1000T/2000T/Corner T/Strips T (light blue) 10580-001  
MP3000 (light green) 10655      
MP3000T (tan) 10580-002 

MP ROTATOR® ADJUSTMENT TOOLS, ETC.  
Arc/Radius Adjustment Tool 10562
MP Matchstick Tool Kit  (fits 1” PVC Pipe)  11081 
Pressure Gauge Adapter 10600

MP RISER (See diagram on the right)
MP Riser (36”) - ORDER IN QUANTITIES OF 10 10959

MP RISER COMPONENTS
MP Rotator Acme Adapter 10594 
Stake Adapter, Acme Threaded 9677
Tube, 4mm x 100' (100 m) Coil 9099-002
LTO, 10 mm Tube x 7 mm Barb 9774
Fiberglass Stake, .3125” (7.9mm) x 36”  10970

MP RISER ACCESSORIES 
Adapter, 1/2" PVC Spigot x 10mm Tube Compression 10623
Acme Shut-Off Cap   10615
Punch Tool, Blue   9810
Stake Installation Tool — 5/16”  (8mm) 10288

Schrader Valve 
Not Included

MP800SR 6-12’ Radius
MP800SR (female thread) = 12322-1210, 12322-1360   

MP STRIPS 5X15’ Pattern
MP Left Strip 11009-002, MP Side Strip 11009-001, MP Right Strip 11009-003
MP Left Strip T 11010-002, MP Side Strip T 11010-001, MP Right Strip T 11010-003

 Left Strip Side Strip Right Strip

MP3500 31-35’ Radius, 
MP3500 (female thread)  =  
11247-1210  

MP Corner 8-15’ Radius, Stream Height @ 40 PSI = 18”
MP Corner (female thread)  = 10962-1105
MP Corner T (male thread) =  10979-1105

MP3000 22-30’ Radius, Stream Height @ 40 PSI = 79”
MP3000 (female thread)  = 10661-1210, 10661-1270, 10661-1360
MP3000T (male thread) =  10662-1210, 10662-1270, 10662-1360

10 PSI 
 (0.7 bar)

20 PSI  
(1.4 bar)

25 PSI  
(1.7 bar)

30 PSI  
(2.1 bar)

35 PSI  
(2.4 bar)

40 PSI 
 (2.8 bar)

50 PSI 
 (3.4 bar)

PR 3/4" FNPT  
X 3/4" FNPT 10895-010 10895-020 10895-025 10895-030 N/A 10895-040 10895-050

PR 1" FNPT  
X 1" FNPT N/A 11257-020 11257-025 11257-030 11257-035 11257-040 11257-050

PR 1" FBSPT  
X 1" FBSPT  N/A 11420-020 11420-025 11420-030 11420-035 11420-040 11420-050

PR SERIES REGULATORS 
(NOTE: Specially designed for turf & landscape applications — NOT AG. 
Regulators must be placed AFTER the control valve.)

MP ROTATOR® SPRINKLERS 
ORDER MP ROTATORS IN QUANTITIES OF 10. 
The MP800SR & MP815 have 0.8 in/hr precip. rate while the rest of the MP Rotators 
have a matched precip. rate of 0.4 in/hr. 


